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Casting

neW ALA-C-632ML ML 6'3" 2-pcs 5-22 50mm 300mm 8+TIP A 121

neW ALA-C-632M M 6'3" 2-pcs 10-32 50mm 300mm 8+TIP A 123

spinning

neW ALA-S-602L L 6'0" 2-pcs 2-7 40mm 240mm 4+TIP B 102

neW ALA-S-612ML ML 6'1" 2-pcs 5-15 40mm 260mm 4+TIP B 103

neW ALA-S-632M M 6'3" 2-pcs 10-32 40mm 290mm 4+TIP B 119

neW ALA-S-712M M 7'1" 2-pcs 10-32 40mm 290mm 4+TIP B 118

neW ALA-S-712ML ML 7'1" 2-pcs 5-22 40mm 290mm 4+TIP B 147

neW ALA-S-742M M 7'4" 2-pcs 10-32 40mm 310mm 4+TIP B 133

neW ALA-S-742MH MH 7'4" 2-pcs 15-40 40mm 330mm 4+TIP B 146

neW ALA-S-822ML ML 8'2" 2-pcs 10-32 40mm 330mm 5+TIP B 183

neW ALA-S-862MH MH 8'6" 2-pcs 20-60 40mm 380mm 5+TIP B 221

neW ALA-S-902ML ML 9'0" 2-pcs 7-28 40mm 380mm 5+TIP B 182

neW ALA-S-1012M M 10'1" 2-pcs 15-45 40mm 410mm 5+TIP B 216

- 24T Korean carbon blank construction.

- Light weight SIC guide system

- Ergonomic, touch blank reel seat

- FC-Full cork handles

- Japanese split handle style

- Supplied in rod bag
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