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Model
gear 
ratios

Bearings
Weight 

(g)
Line 

retrieve(cm)
Monofilament line capacity      

(diameter in mm.)

Max drag @ 
strike with 
freespool

Max drag 
@ full with 
freespool

frame sideplates spool

Andros saifish reel

A-12S SE 6.4:1 6BB + 1RB 469 122.9 0.42/510, 0.48/380, 0.55/290 12 kg 15 kg AL AL AL

A-16S SE 6.4:1 6BB + 1RB 867 149.0 0.42/800, 0.48/600, 0.55/450 15.5 kg 21.8 kg AL AL AL

AndROS SpeCiAl editiOn

AndROS SpeCiAl editiOn ReelS FeAtuRe:

- Optimized for fishing consistent light drag settings 

- Features TDC drag cams for gradual drag curves

- High speed 6.4:1 gear ratios for quick line recovery

- Rigid 1-pcs frame and left sideplate construction

- 6061-T6 Machined aluminum frame and sideplates

- Cold forged, Type-II anodized, machined aluminum spool

- CRC: Corrosion Resistant Coating process

- 6BB +1RB corrosion resistant stainless steel bearings 

- Dual anti-reverse system (Mechanical and roller bearing)

- Quick-Set anti-reverse bearing allows for zero handle back play

- Ergo Grip handle knob with anodized aluminum handle arm 

- One screw right sideplate take down for easy internal access 

- 17-4 grade stainless steel helical cut gearing

- Silent retrieve system for ultimate cranking smoothness

- Carbonite drag system with Cal’s drag grease 

- Integrated recessed reel foot design for low profile rod fit

- Lug and plug system on 12 and 16 sizes 

- All models feature durable Ergo grip handle knobs 

- On/Off bait clicker designed for kite fishing

A-12SSE

A-12SSE


