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spinning Combos

C-702M-30 M MF 7'0" 8-17 lbs 1/8-5/8 oz 2-pcs 6 + Tip 200/6(0.22), 160/8(0.25), 110/10(0.30) A

Trout spinning Combos

C-502UL-10 UL M 5'0" 2-6 lbs 1/32-1/4 oz 2-pcs 5 + Tip 210/2(0.12). 110/4(0.17). 70/6(0.22) A

C-602UL-10 UL M 6'0" 2-6 lbs 1/32-1/4 oz 2-pcs 5 + Tip 210/2(0.12). 110/4(0.17). 70/6(0.22) A

inshore spinning Combos

C-IS-701M-40 M MF 7'0" 8-17 lbs 3/8-1 oz 1-pcs 6 + Tip 270/8(0.25), 190/10(0.30), 170/12(0.32) B

C-IS-701MH-55 MH M/MF 7'0" 10-20 lbs 1/2-1-1/2 oz 1-pcs 6 + Tip 380/10(0.30), 340/12(0.32), 240/15(0.37) B

C-IS-701H-55 M MF 7'0" 15-30 lbs 1/2-2 oz 1-pcs 6 + Tip 380/10(0.30), 340/12(0.32), 240/15(0.37) B

CeyMAR COMBOS

CeyMAR COMBOS FeAtuRe:
- UFR: Ultimate Flex Reinforcement technology increases 

  rod’s lifting power and maximum strength  

- Multi-disc, oiled felt drag system

- 7 BB + 1RB for ultimate smoothness

- 6 BB + 1RB on 10-size reel only

- Quick-Set anti-reverse roller bearing

- Precision machine cut brass pinion gear

- Corrosion-resistant graphite body

- Rigid, forged aluminum, black anodized handle design 

- Light weight, EVA handle knobs for comfort

- Ergo grip handle knob on 65-size reel

- Precision Elliptical Gearing system

- Machined aluminum, 2-tone anodized spool

- Heavy duty, solid aluminum bail wire

- RESII: Computer balanced Rotor Equalizing System

- Narrow Blade Body Design for reduced fatigue

A=EVA split rear grip pipe reel seat

B=Full contoured EVA rear grip


