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LRF-S-602L L 6'0" 2-pcs 1-7 35mm 235mm 7+TIP A 78

LRF-S-662L L 6'6" 2-pcs 2-8 35mm 235mm 7+TIP A 80

LRF-S-702L L 7'0" 2-pcs 2-8 35mm 235mm 8+TIP A 92

LRF-S-762L L 7'6" 2-pcs 3-9 35mm 235mm 8+TIP A 95

neW LRF-S-803L L 8'0" 3-pcs 2-12 35mm 305mm 9+Tip A 99

dropshop

neW LRF-S-802M M 8'0" 2-pcs 5-25 35mm 290mm 9+TIP A 107

neW LRF-S-702MH MH 7'0" 2-pcs 10-50 35mm 250mm 8+TIP A 113

TeLe spin

neW LRF-S-605UL-T UL 6'0" 5-Tele 1-7 35mm 215mm 4+TIP B 90

neW LRF-S-665UL-T UL 6'6" 5-Tele 1-8 35mm 215mm 4+TIP B 96

neW LRF-S-706UL-T UL 7'0" 6-Tele 1-8 35mm 215mm 5+TIP B 99

neW LRF-S-766UL-T UL 7'6" 6-Tele 1-9 35mm 215mm 5+TIP B 103

- OKUMA Patent UFR Technology on the Tip blank, increased rod’s sensitive tip, lifting 

   power and maximum strength

- Seaguide unique  XO guides, SS316 frame and  SIC inserts

- Line Flow Tapered Micro Guide system

- Deluxe Okuma gold label reel seat

- Spiral Carbon tape design on the Butt section, improved strength, durability, 

   and highlighted the whole rod

- Split grip butt design for reduced weight and improved balance
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