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Magda Air’s new Line Guide System 

offers more stability while packing 

line onto the reel, making this a 

great feature for targeting big fish 

as well as using with both braided 

and wire lines which require more 

strength.

Integrated reel foot design:  
Allows the reel foot to sit lower 

on the reel seat similar to a low

profile baitcast reel. This design 

allows the overall frame size of 

the reel to be a smaller diameter 

while maximizing the spool 

diameter and line capacity.

MAgdA AiR

MAgdA AiR line COunteR ReelS FeAtuRe:
- Frame/sideplate integration offers a stronger option

- Okuma’s inverted levelwind system offers dependability by reducing the ability for water and debris to sit on the worm shaft

- Magda Air’s new line guide system offers more stability while packing line onto the reel

- Multi disc carbonite drag system

- Ratcheting & static cast control knob for precise setting & security 

- 2 stainless steel ball bearings

- Quick set anti reverse system

- Dual anti reverse system

- Durable machine brass main and pinion gear system

- Self lubricating gear system.

- Rigid alum handle arm with Ergo grip handle knob

- MSS: mechanical stabilizing system for increased durability

- Integrated recessed reel foot design for low profile rod fit

Model
gear     
ratio

Bearings
Weight 

(g)
Line 

retrieve(cm)
Max drag 
force (kg)

Monofilament line capacity              
(diameter in mm.)

frame sideplates spool

MAA-30 4.1:1 2BB+1RB 511 61.0 7 0.35/490, 0.40/420, 0.45/320 GR GR GR

MAA-30


