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MAgdA pRO dxt lineCOunteRS

Model
gear     
ratio

Bearings
Weight

 (g)

Line 
retrieve

(cm)

Max drag 
force (kg)

Monofilament line capacity
(diameter in mm.)

frame sideplates spool

right handed Linecounter reels

MA-15DXT-T 5.1:1 2BB 357 58.4 6 0.35/220, 0.40/170, 0.45/120 GR GR GR

MA-20DXT 5.1:1 2BB 366 58.4 6 0.35/270, 0.40/210, 0.45/150 GR GR GR

MA-30DXT 4.0:1 2BB 457 61.0 7 0.40/420, 0.45/320, 0.50/260 GR GR GR

MA-45DXT 4.0:1 2BB 493 66.0 8 0.45/450, 0.50/360, 0.55/300 GR GR GR

Left handed Linecounter reels

MA-20DLXT 5.1:1 2BB 366 58.4 6 0.35/270, 0.40/210, 0.45/150 GR GR GR

MA-30DLXT 4.0:1 2BB 457 61.0 7 0.40/420, 0.45/320, 0.50/260 GR GR GR

MAGdA dT

right handed Linecounter reels

MA-15DT-T 5.1:1 0BB 365 58.4 6 0.35/220, 0.40/170, 0.45/130 GR GR GR

MA-20DT 5.1:1 0BB 370 58.4 6 0.35/270, 0.40/210, 0.45/150 GR GR GR

MA-30DT 4.0:1 0BB 460 61.0 7 0.40/420, 0.45/320, 0.50/260 GR GR GR

MAgdA pRO line COunteR ReelS FeAtuRe:
- Lightweight, corrosion-resistant frame and side plates 

- Corrosion-resistant graphite spools

- Mechanical line counter function measures in feet

- Multi-disc Carbonite drag system 

- 2 Stainless steel ball bearing

- 16-point anti-reverse for improved hookups

- Line counter screw port for improved air access

- Durable Machine cut brass gearing

- Self-Lubricating Gear System, all models

- 20 – 45 sizes with Ergo grip handle knob design

- 15-size features a twin paddle handle configuration

- Automatic trip spool engaging mechanism

- Stainless steel levelwind line guide system

- DLXT represents left hand crank models

- MA-15DXT-T features a twin paddle handle design
MA-45DXT


