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MetAlOid Jigging

Model
rod

power
Length sections Line Wt.

Casting 
Wt. (g)

foregrip 
length

reargrip 
Length

number 
of guide

handle
style

Weight
(g)

spinning rod

MTL-S-531L L 5'3" 1-pcs PE 1.5-4 100-200g 150mm 410mm 5+TIP A 220

MTL-S-501M M 5'0" 1-pcs PE 3-6 200-350g 150mm 410mm 5+TIP A 287

Casting rod

MTL-C-531L L 5'3" 1-pcs PE 1.5-4 100-200g 150mm 410mm 6+TIP B 237

MTL-C-501M M 5'0" 1-pcs PE 3-6 200-350g 150mm 410mm 6+TIP B 298

neW M-C-531ML ML 5'3" 1-pcs PE 2-4 <200g 150mm 410mm 6+TIP C 291

neW M-C-531M M 5'3" 1-pcs PE 3-5 <300g 150mm 410mm 6+TIP C 313

neW M-C-521MH MH 5'2" 1-pcs PE 4-6 <400g 150mm 410mm 6+TIP C 326

- Extremely light weight and responsive 24T carbon rods blanks

- Okuma special blanks design to improve hoop strength

- Crossed carbon design to highlight METALIOD jigging and reinforce the whole rod.

- ALPS deep press 316 stainless steel guides frame for saltwater fishing.

- Zirconium guides inserts reduce friction from braided lines.

- Fuji reel seat on casting and spinning models

- 2-ton anodized metal parts.

- Fast dry mesh rod bag

- 4 new modes with new costmetic.
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