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neW VST-S-806M-T M 2.40m 6-Tele 10-40 40mm 305mm 5+TIP A 163

neW VST-S-907M-T M 2.70m 7-Tele 10-40 40mm 360mm 6+TIP A 179

neW VST-S-1007M-T M 3.00m 7-Tele 10-40 50mm 425mm 6+TIP A 186

Blue diAMOnd
Model

rod
power

Length sections
Casting 
Wt. (g)

foregrip 
length

reargrip 
Length

number of 
guide

handle
style

Weight
(g)

neW BD-S-702H-2 H 7'0" 2-pcs 20-60 35mm 290mm 6+TIP A 175

neW BD-S-802H-2 H 8'0" 2-pcs 30-80 65mm 340mm 7+TIP A 216

neW BD-S-902H-2 H 9'0" 2-pcs 30-100 65mm 350mm 8+TIP A 241

neW BD-S-1002H-2 H 10'0" 2-pcs 40-120 65mm 430mm 8+TIP A 252

- Ultra-light high modulus carbon blank construction.

- Quality anti tangle stainless steel frame guides.

- Okuma graphite reel seat.

- Ergonomic shaped, hard EVA handles

- EVA split grip and EVA fore grip for reduced weight and feel.

- Aluminum screw end cap with non-skid rubber.

- Quality guide cover and cloth bag included.

- Ultra-responsive 24-carbon blank construction.

- Quality stainless steel frame guides.

- Polished titanium oxide inserts reduce friction.

- Okuma graphite reel seat.

- Full hard EVA handles.

- Durable EVA end cap

- Cloth bag included.
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